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PROJECT: 2872 DATE DRILLED: 12/20/2005

DRILLING METHOD: Hollow Stem Auger (HSA)

SITE LOCATION: 3705 Gravenstein Hwy, Sebastopol

DRILLER: Gregg Drilling and Testing

CASING ELEVATION: 100.76'

LOGGED BY:  J Lohman APPROVED BY:  M Sepehr Ph. D., P.E.
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GEOLOGIC DESCRIPTION
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DEPTH TO GW: NA
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BORING DIAMETER:  8" SCREEN LENGTH: 15'

T.O.C. TO SCREEN: 10'

COMMENTS: TD @ 25'

Hand auger borehole to 5 feet below ground surface (bgs)

CLAYEY SAND: white/tan; wet to saturated; fine grained; well sorted; pockets of 
green color; no petroleum hydrocarbon (PHC) odor; high estimated permeability 
(HEK).

CLAYEY SAND/SANDY CLAY: tan; wet; very firm; no plasticity; no PHC odor;
MEK-HEK.

SILTY SAND: tan mottled brown; wet to saturated; fine grained; well sorted; no PHC 
odor; HEK.

0
0

0
0

0

2"
 S

ch
ed

ul
e 

40
 P

VC
 C

as
in

g

C
em

en
t/B

en
to

ni
te

 G
ro

ut
0.

02
 S

lo
tte

d 
Sc

re
en

2/
12

 S
an

d 
Pa

ck

B
en

to
ni

te

H
an

d 
A

ug
er

ed
 to

 5
'

SC

SC/CL

SM


